MICROTEK

SCAN THE WORLD

MII-800XL Plus

MII-900 Plus

Scanner Type Flatbed film digitizer Sheet-fed film digitizer
Image Sensor Type CCD

Resolution 3200 x 6400 dpi (Default : 400 dpi) 2400 x 2400 dpi

Light Source LED

Scanning Area

12" x 16" (305 x 406 mm)

14" x 52" (355.6 x 1320.8 mm)

Scanning Speed

25 seconds at 400dpi (scan area: 12" x 15.8")

18 seconds at 300 dpi in grayscale per 14" x 17" film

Optical Density

4.7 Dmax

Dynamic Range

0.5D ~ 4.5D based on ISO 14096, DS 11.1

0.5D ~ 4.5D based on ISO 14096, DS 10.0

Scanable Media Types

Transparent

Dimensions (L x W x H)

24.7"x14.8" x 7.1"/ 627.6 x 375.9 x 180.5 mm

10.2" x 18.7" x 9.3"/ 260 x 474 x 235 mm

Certifications

CE, FCC, RoHS, ISO 9001:2000

CE, FCC, RoHS, BSMI, ETL, CCC

Inbox Contents

Digitizer unit with film holders

Power cord

High-Speed USB 2.0 cable

CD (includes scanner scanning driver)

Manual

Digitizer unit with film holders

Power cord

High-Speed USB 2.0 cable

CD (includes scanner scanning driver)

Manual

Accessories

Film holders (8.5" x 4.5", 6.5" x 3.5", 12" x 3 1/3")

Film holders (8.5" x 4.5", 12" x 3 1/3")
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